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 ANTENNA INSTALLATION: 
  

1. Your antenna should arrived packed in two boxes. The long box contains the 
antenna and the  smallest box contains the mounting hardware. 

2. Sort the elements. There should be 12 (ECL series) or 8 (EML series) pairs of 
elements. Sort these into pairs ranging from smallest to largest. 

3. Starting with the shortest pair of elements, insert the elements into the boom in 
an alternating fashion, beginning from the front of the boom. 
The elements protruding from left hand side should alternate from the top to the 
bottom  boom as you go back, and the elements protruding from the right 
should do the same in an opposed manner (see figure 1). 

4. Adjust the elements until ½” extends out the other side of the boom, and insert 
the 8-32 x 7/8” machine screw. 

5. Secure the crossarm tube to the antenna support brace mounting bracket (see 
figure 1). Attach an antenna brace to the crossarm tube with the end bent down. 
Connect the other antenna brace in the same way. Attach the antenna crossarm 
tube bracket to the mast/tower leg using the supplied U-bolts. Also, connect the 
antenna boom support bracket to the antenna mast/ tower leg using the supplied 
U-bolts (see figure 1). 

 
 
 
 
 
 
 
 



SITCO ANTENNASS
C
O

I
T

 

        3-3                                       

 

 
 

Figure 1 


